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PRODUCT RANGE
Standard 

Option 

Prisma Button

300
Prisma Button

800
Prisma Button

1200
Vandal proof, active 
excessive violence 
protection

IK10

Notification sound 
possible

57 dBc, 2000 Hz

Extended push 
settings

1.5, 3 or 6 seconds

Suitable in 
healthcare 

PTS Forum, Swedish  
association for healthcare hygiene

Nurse bed settings 
possible

Double door control

Kick setting Kick switch

Settings easily 
adjusted

Dip-switches

Indoors, outdoors IP56

Sunda hus Klass A

Byggvarubedömningen Accepted

Fire Classification PA 6.6

Heat Test

The built-in thermal fuse will trip when
the ambient temperature exceeds
110°C. The power supply will then
be completely shut off. When the 
temperature drops below 80°C, the 
thermal fuse will automatically reset, 
and the Prisma Button will function 
as usual.

Warranty 5 years

Softfront Soft front, private label

Push and Hold-dekal Instructions extended push

Circuit Board With double relay 1 pcs 1 pcs 2 pcs

Relay
Relay 1: 	one change over contact
Relay 2: 	one change over contact, 	
one closing contact

2 pcs 2 pcs 2 pcs

Relay, rated current
Relays max rated current/pole: 2A
Max total: 6A

Power supply 18-30 VDC

Contrasting
NCS 0,8
Boverkets (Sweden) requirement >0,4

Made in Sweden PrismaTibro, Sweden

Dimensions LxWxD 286x95x25mm 799x95x25mm 1169x95x25mm

Weight 0,5 kg 1,3 kg 1,9 kg

Mounting height 
symbol

Accessibility height 
from floor

800 mm 800 mm 800 mm

Lids, combinations

Alternative 1
Top lid with out screw, bottom lid with 
screw
Alternative 2
Both lids with screws


