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24V 18-24V AC/DC 10–50V AC/DC 10–50V AC/DC 18-24V AC/DC 10–50V AC/DC 10–50V AC/DC 24V DC, 
12-30V DC

28-49 V AC/DC 230 V AC 
±10 %, 50 Hz

42V 28–49V AC/DC 17–50V AC/DC 17–50V AC/DC 28–49V AC/DC 17–50V AC/DC 17–50V AC/DC

115V 100–240 V AC 50–170V AC 50–170V AC 100–240 V AC 50–170V AC 50–170V AC

230V 100–240 V AC 120–250V AC 120–250V AC 100–240 V AC 120–250V AC 120–250V AC

Power supply via lamps 100–240 V AC 120-250V AC 120-250V AC 150-240V AC 100–240 V AC 120-250V AC 120-250V AC 150-240V AC

Power Consumption 2,5-10 Watt 2,5-10 Watt
Tram: 7,5-10,5 Watt

Sleep mode: 1 W
Operation mode: 2 W

Cabling • The choice is determined by the 
requested functionality. Customized cabling 
available on request

8-wire cable
13-wire cable

6-wire cable
8-wire cable

4-wire cable
6-wire cable
9-wire cable

Dimensions 
H x W x D

With Detect and LED light ring: 300 x 125 x 112 mm 
With LED light ring: 284 x 125 x 112 mm 

Without LED light ring: 274 x 125 x 112 mm 

With Detect and LED light ring: 300 x 125 x 112 mm 
With LED light ring: 284 x 125 x 112 mm 

Without LED light ring: 274 x 125 x 112 mm

With LED light ring: 263 x 96 x 45 mm
Without LED light ring: 253 x 96 x 45 mm

Dimensions power adapter 82 x 57 x 34 mm

Diameter to fit the pole Ø 114 mm Ø 114 mm Ø 114 mm

Weight ≈ 2,5 kg ≈ 2,5 kg ≈ 1,3 kg

Temperature range, electronics -40° C till +70° C -40° C till +70° C -40° C till +70° C

Humidity range 0-100% RH 0-100% RH 0-100% RH

Light character Yellow ≈ 590 nm wavelength • White ≈ 6000 K Yellow ≈ 590 nm wavelength • White ≈ 6000 K Yellow ≈ 590 nm wavelength • White ≈ 6000 K

Light flow LED-confirmation light in front Yellow: 9x4700 mcd • White: 9 x 3000 mcd Yellow: 9x4700 mcd • White: 9 x 3000 mcd Yellow: 9x4700 mcd • White: 9 x 3000 mcd

Light flow LED light ring Yellow: 32x4700 mcd • White: 14 x 3000 mcd
Spread 270 ° horizontally

Yellow: 32x4700 mcd • White: 14 x 3000 mcd
Spread 270 ° horizontally

Yellow: 32x4700 mcd • White: 14 x 3000 mcd
Spread 270 ° horizontally

Light intensity 25-100% 25-100%

Volume, Min/Max 0 dB (C), 30-90 dB(C) • With external loudspeaker: 100 dB(C) 0 dB (C), 30-90 dB(C) • With external loudspeaker: 100 dB(C)

Ambient noise control Adjustable in level of 1 dB(C) over ambient noise, from -15 to +15dB(C) Adjustable in level of 1 dB(C) over ambient noise, from -15 to +15dB(C)

Sound: Frequency range 180–7000Hz 180–7000Hz

Core frequency 880 Hz 880 Hz

Sound: Pulse frequencies 30–750 ppm 30–750 ppm

Audio: Length of recorded spoken message Self-recorded sound: total length 3 minutes Pre-recorded messages are provided

External loudspeaker Requires: 13-wire cable Requires: 13-wire cable

Vibrator: Pulse rates 0-750 ppm  

Android app Minimum version: Android 7 • Recommended version: Android 9
Smartphone or tablet

Minimum version: Android 7 • Recommended version: Android 9
Smartphone or tablet

Insulation Class Standard: Class II • Optional: Class I Standard: Class II • Optional: Class I Standard: Class II • Optional: Class I

Enclosure Class IP55 IP55 IP55

Vandal Class IK10, without vibrator • IK08, with vibrator IK10 IK10

Material: Housing, push front Aluminum, completely with no moving parts Aluminum, completely with no moving parts Aluminum, completely with no moving parts

Material: Lids Polyamide PA66 Polyamide PA66 Polyamide PA66

Color, standard
Other colors on request 

Blue, anodized RAL 5017
Yellow, lacquered RAL1007

Blue, anodized RAL 5017
Yellow, lacquered RAL1007

Blue, anodized RAL 5017
Yellow, lacquered RAL1007

Anti-graffiti Can be added to all color options Can be added to all color options Can be added to all color options

Force to push the front 1 Newton • 0.22 lbs • 1 hg 1 Newton • 0.22 lbs • 1 hg 1 Newton • 0.22 lbs • 1 hg

Number of pressures on the push front ≈ 10 million ≈ 10 million ≈ 10 million

Warranty 5 year 5 year 5 year

2000•L 2000•M 2000•S


